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New LabRam analytical Raman system 
The new LabRam IB analy- 
tical Raman system is now 
available from the Instru- 
ments SA group. In addi- 
tion to the truly confocal 
Raman microscope,  de- 
signed to give the highest 
spatial resolution, the stan- 
dard configuration ow in- 
cludes a macro sampling 
attachment, and a fibre 
optic entrance to allow 
for remote Raman analyses 
via the Super Head fibre- 
optic probe. Data acquisi- 
tion and hardware control 
is supplied through the 
new Windows 95 TM com- 
patible spectral LabImage 
software. A wide range of 
interactive imaging and 
data manipulation func- 
tions are available. 
• Contact: Instruments SA 
UK Ltd., 2-4 Wigton Gar- 
dens, Stanmore, Middle- 
sex, HA7 1BG, UK Tel~ 
fax:  1441 (0 )181 204 
8142/6142. 
Dr iger detects toxic gases 
Developed lbr use within 
semiconductor  industry, 
the new Polytron 2 mea- 
surement instrument from 
Drliger is designed to de- 
tect the presence of the 
toxic gases that can be 
found within the produc- 
tion environment. 
The Polytron 2 has been 
specifically designed to en- 
sure low cost, long term, 
high level performance. 
The instrument allows 
seven measuring heads to 
be installed on a single 2- 
wire cable, it also incorpo- 
rates a HART interface to 
provide intelligent, two- 
way communicat ion be- 
tween the remote measur- 
ing head and the control 
unit. 
The measuring head can 
be configured or adjusted 
by either a keypad at the 
measuring head, a HART 
handheld terminal or by a 
HART compatible control 
unit. Alternatively, the 
Po ly t ron  2 measur ing  
heads can be operated via 
conventional 4-20 mA ana- 
logue technology. 
The HART protocol al- 
lows the Polytron 2 to be 
easily configured to oper- 
ate in a multi-drop connec- 
tion format. Simultancous 
operation of analogue and 
digital measuring heads 
can also be provided by 
utilising a combination of 
multi-drop and point to 
point connection methods. 
• Contact :  Mar tha  
Towns, Drager Ltd, Ulls- 
u,ater Close, Ki~}, Brew- 
ster lnd  Est., B lyth,  
Northumberland, NE24 
4RG, UK. Tel/fax: [44] 
(0 )  1670 352891/  
3 56266. 
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